E LM Series

LOAD OF HOLDING POWER

The load of holding power will changes depending on the thickness, attractive face
roughness and quality of material and clearance between the workpiece with magnet.
(See as the graphs as below)
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= — - roughness For all models For all models

Thickness Percentage of lifting capacity

mm inch | ELM-3000 | ELM-2000 | ELM-1000 | ELM-600 | ELM-300 | ELM-100 0 50% 100% 125% 0 50% 100%
1] up60 jup236"| 100% | o Fi |~ 125%|  M1|Low carbon 100%)
12| 55 2.16" | 95% F2|s7~7 100%' M2| Moderate carbon 85%|
T3 50 1.97" 900/0 950/0 1000/0 FS hvd 90% MS ngh carbon 75%)
Ta| 45 | 177 | 85% | 90% 100% Fal~ o5 M4[Castion 700,

T5| 40 | 157" | 80% | 85% 100%

T6| 35 |1.38" | 70% | 75% | g9
T7| 30 | 118 | 60% | 65% | 80%
T8| 25 | 098" | 50% | 55% | 70% | 90%
T9| 20 |079 | 40% | 45% | 60% | 75% | 90%

100%

Calculating Formula for

, Example:
% | 35% % | 60% | 70% ]
T10] 15 | 059" | 30% 50% - Terms of workpiece: T8, F1 and M2
T11| 10 | 089" | 20% | 25% | 35% | 45% | 50% | 70% 90% x 125% x 85% x 600kg (ELM-600)=573KG

T12 5 0.20" | 10% 15% 20% | 25% | 30% | 40%

SAFETY COEFFICIENT x 3.5 times

The capacity of magnet indicated as 1/3.5 of holding power, it means the real holding
power is 3.5 times of capacity. For example the capacity of ELM-600 is 600kg
(1320Ibs) but the real holding power is 2100kg (4620Ibs).

The large safety coefficient is concideration for ensuring the use in safety.

MAXIMUM LIFTING RANGE

Form of
material Steel plate Round steel
Max. lifting Min. thickness Max. lifting Max. diameter Maximum
MODEL capacity required capacity length
kg Ibs mm inch kg Ibs mm inch mm inch

ELM-100 100 220 15 0.59” 45 99 150 5.9” 1000 40”
ELM-300 300 660 25 0.98” 135 300 250 9.8” 1500 60”
ELM-600 600 1320 30 1.18” 270 600 350 13.8” 2000 80"
ELM-1000 1000 2200 40 1.57” 450 990 450 17.8” 2500 98”
ELM-2000 2000 4400 55 2.16” 900 1980 550 21.6” 3000 118”
ELM-3000 3000 6600 60 2.36” 1350 2970 650 25.6” 3500 138”

The above diagrams is only for reference. The operator should be test and chech if it is in safe range before
lift away the workpiece of steel. Other wise, it will be not responsibility by producer for any accidents.
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ALL NEW MODEL! Lifting Magnet

E LM Series

Convenient and
efficiency for makes
more profit

Light weight

Less dimension
Lower price

[@ More power. More safety
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